


Trim 297 x 210	 Trim 297 x 103	 Trim 148 x 210	 Type 136 x 93		  Trim 297 x 55	
Bleed 303 x 216	 Bleed 303 x 109	 Bleed 154 x 216			   Bleed 303 x 58 (RH)
Type 277 x 190	 Type 277 x 93	 Type 136 x 190			   Type 277 x 45

Trim 285 x 220		  Trim 285 x 108		 Trim 142 x 220		  Type 130 x 100      		  Trim 285 x 70
Bleed 291 x 226		  Bleed 291 x 114	 Bleed 148 x 226						      Bleed 291 x 73 (RH)
Type 265 x 200		  Type 265 x 93			  Type 136 x 200						      Type 265 x 60

Trim 285 x 210	 Trim 285 x 103	 Trim 142 x 210	 Type 130 x 93	 Trim 71 x 210	 Trim 285 x 54
Bleed 291 x 216	 Bleed 291 x 109	 Bleed 148 x 216		  Bleed 77 x 216	 Bleed 291 x 60
Type 265 x 190	 Type 265 x 93	 Type 130 x 190		  Type 65 x 190	 Type 265 x 44
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Perfect bound

Perfect bound

Trim 297 x 210	 Type 270 x 90	 Type 132 x 186	 Type 132 x 90
Bleed 303 x 216				  
Type 270 x 186				  

Trim 297 x 210	 Type 270 x 90	 Type 132 x 186	 Type 132 x 90
Bleed 303 x 216				  
Type 270 x 186				  

Trim 278 x 213		  Trim 278 x 105	 Trim 138 x 213	 Type 125 x 90	 Type 58 x 190	 Type 255 x 42
Bleed 286 x 219		  Bleed 284 x 111	 Bleed 144 x 219			 
Type 255 x 192	 Type 255 x 85	 Type 118 x 192		

Trim 285 x 210	 Type 255 x 88	 Type 119 x 180	 Type 119 x 88
Bleed 297 x 222 				  
Type 255 x 180
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Yours type area must be adhered to as live matter outside this area risks being trimmed off.

page 2

Important note - As perfect bound publications cannot be opened out flat, there is always a certain amount of the page 
in the backs that cannot be seen. Page elements should avoid this area (10mm margin in the back of each page is usual 
for perfect binding).Where an image goes across a spread in a perfect bound job, it may be necessary to compensate for 
that part of the image that is visually lost by recreating it within the visible page area.We recommend “stepping” the im-
age by 3mm in each direction (although this is not an exact science). 
Where possible avoid pictures and diagonals across spreads as the final alignment cannot be guaranteed.

Music

Lifestyle
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MEDIA



Title	 Printing condition/Output intent	 ECI Profile 	 Characterisation data	 	

AH +	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	  FOGRA39L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	  FOGRA39L
Closer	
Text	 Bespoke*	 Bespoke*	 Bespoke*		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Empire	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300% 	 FOGRA39L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
FHM	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Grazia	
Text	 Bespoke*	 Bespoke*	 Bespoke*		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Heat	
Text	 Bespoke*	 Bespoke*	 Bespoke*	
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Kerrang	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Mojo	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L	
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
More
Text	 ISO12647-2 Paper type 3	 ISO web coated	 FOGRA28L
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
M&B	
Text	 ISO12647-2 Paper type 3	 ISO web coated	 FOGRA28L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
POP	
Text	 ISO12647-2 Paper type 1 & 2/Bespoke*	 ISO coated v2 300%/Bespoke*	 FOGRA39L/Bespoke*	
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L

P&B	
Text	 ISO12647-2 Paper type 3	 ISO web coated	 FOGRA28L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Q	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 IFOGRA39L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Top Sante	
Text	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 IFOGRA39L		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L
Yours	
Text	 Bespoke*	 Bespoke*	 Bespoke*		
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L	
Zoo	
Text	 ISO12647-2 Paper type 3	 ISO web coated	 FOGRA28L
Cover	 ISO12647-2 Paper type 1 & 2	 ISO coated v2 300%	 FOGRA39L	

Output Intent & Profiles
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Please contact tom@thepop.com to confirm which text profile to apply



Digital File Requirements
File format
= All files must be submitted as  PDF/x-1a:2001 as per the pass4press guidelines outlined in version 7, the output
	 intent should be set as per the information on page 5. Specifications regarding PDF creation can be downloaded 
	 as a PDF file from www.pass4press.co.uk. Profiles are also publically available from the ECI, please visit 
	 www.eci.org  and download the relevant profile as detailed on page 5. 
	 If you choose to create your own profile, it must fall within the above characterisation set and the TAC must not
	 exceed 300%
= 	All DPS files must be supplied as single page elements. There must only be one page to each PDF file. Each 
	 page must be supplied with an allowance of 3mm either side of the gutter
= Overprint settings should be set correctly in the source application
= 	A bleed area must be contained within the file where a bleed has been specified in the table on pages 1 & 2
= 	The file should contain a TrimBox and cropmarks
= Total area of coverage (TAC) of elements on a page should not exceed 300% for text and cover pages. Please 
	 note this should be 270% on Yours text
= 	The number of pages in a PDF file should be exactly one
= A PDF file should not contain annotations that are set to print
= No object in a PDF should be transparent
= A PDF file must either have no crop box defined or a have a crop box set to the same size as the media box
= 	A PDF file should not be created with the Adobe PDF Writer product
= All files should be set up as composite CMYK
= Files must be flight-checked prior to submission.

page 4

*Heat, Grazia, Closer, Pop & Yours
=	Proofing device: Dupont digital cromalin or Epson GMG proofs. Please speak to your production contact if you
	 want to use an alternative device.
=	Paper: Epson - GMG 250gsm semi-matt. Dupont - approved matt or semi-matt.
=	Input and output target: An ICC seperation profile plus MX3, MX4 and XML GMG proofing rofiles are available via 
	 ftp.bauermedia.co.uk (in folder PROFILES, login details on page 3)
=	Please note that you will need to arrange for your Dupont or GMG representative to load the appropriate profile 
	 on your proofer.

If you are advertising with a spread across the IFC and first page in Yours, Heat, Closer or Grazia there maybe a 
variation in colour,  as the covers are web and the text is gravure.
Important note: We are unable to share artwork between magazines with different profiles even though they 
may be the same dimensions. E.g. Closer copy cannot be used in more.

Bespoke Profiles
MEDIA



Images
= 	All pictures within ads must be converted to the relevant printing condition as characterised by FOGRA 28L or 
	 39L detailed on page 5.
= 	It is recommended that when converting images for Yours magazine you use perceptual intent and switch off
	 black point compensation
= 	All images should be supplied at a resolution of 300dpi 
= 	Images should be converted to the above CMYK output condition in the native image-editing application, and 
	 not converted during the production of the pdf as unexpected colour shifts can occur
= 	Images should be placed in the layout application at 100%, and not scaled in the layout application. Any 
	 required resizing should be preformed in the image editing application 
=	 Images using 16 bits per sample should not be used in PDF files
=	 Resolution of one bit images (either regular images or image masks) shall not be below 550dpi
= 	One bit images shall not use JBIG compression
=	 Images shall not use JPEG 2000 compression
=	 No transparent elements should be included, i.e. transparencies must be flattened.
Type Reproduction
= 	Fine lettering (thin lines, serifs) should be restricted to one colour
= 	Type reproduced as solid is to be no smaller than 6pts
= 	All reverse lettering should be no smaller than 10pts, avoiding fine serif fonts
=	 No type should be placed within 10mm of the trim  area
= 	All fonts must be embedded and subset.
= 	A PDF should not contain white text set to overprint
= 	Embedded composite fonts which are not subset should not be used in a PDF file
= 	A PDF file should not use multiple master fonts or multiple master instances.
Tints & Tones  
= 	The first printing tone is 2% for web offset and 5% for gravure, note that catch lines  will still drop out 
= 	Minimum single colour tint accepted is 15% 
=	 Minimum multi colour tint accepted for each ink is 8% 
= 	Four colours in neutral areas should not exceed 260/300%
Proofing
= 	If an accurate, validated hard copy proof is not supplied, Bauer cannot be held responsible for the reproduction 
	 of these advertisements.
=	Please refer to the table on page 5 which stipulates the required proofing profile and the recommended ECI 
	 conversion profile on a title by title basis 
= 	Digital proofs must be 100% of the final size and must be produced from the exact pdf file supplied. 
=	Digital proofs can be accepted from a range of devices. Please check the FOGRA website (www.fogra.org) for a 
	 list of FOGRA 28L or 39L accredited devices, based on the forthcoming ISO 12647-7 proofing standard. 
= 	All proofs must include the UGRA/FOGRA media wedge CMYK v2.2. This should be included outside the page 
	 area, reflecting the relevant output intent as shown in the table on page 5. The UGRA/FOGRA Media Wedge 
	 CMYK is intended for the monitoring of digital proofs and is used as a digital control aid to monitor the effect of 
	 imaging in CMYK mode (http://www.mediawedge.com). Proofs should be validated using the wedge and a 
	 proof control system, please ensure that the approved sticker or full report is attached to the proof. 
=	 Bauer requires that all proofs supplied for colour matching conform to the following Delta E tolerances for 
	 optimum proof control and standardisation: Paper = 2 Primaries = 3 Max = 3 Average = 2
= 	Bauer will make all reasonable efforts to ensure that the content is printed within the ISO 12647-2 printing condition.
Other
= 	Bauer cannot guarantee the reproduction of any material that is supplied out of spec. We may at our discretion 
	 take reasonable action to convert the material in order to make it conform or we may refuse to accept it.
=	 We are currently investigating workflow developments in soft proofing and more communication around this will 
	 be published very soon.
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Display

= Grazia, Top Sante, Q, & Mojo - Claudine Platt       claudine.platt@bauermedia.co.uk	 Tel. 0207 182 8086

= Yours & Pop - Pete Murphy		       peter.murphy@bauermedia.co.uk	 Tel. 0207 182 8447

= Closer, M&B & P&B - Richard Briggs		       richard.briggs@bauermedia.co.uk	 Tel. 0207 182 8623

= 	More & Zoo - Steve Reeve	 	      steve.reeve@bauermedia.co.uk	 Tel. 0207 182 8816

= Heat, Empire, AH+ & FHM - John Morecraft          john.morecraft@bauermedia.co.uk	 Tel. 0207 182 8383

= Kerrang -Bob Soper		       bob.soper@bauermedia.co.uk	 Tel. 0207 182 8068

Classified

= FHM, Empire, Yours, Q, Mojo, Kerrang - Bob Soper	 bob.soper@bauermedia.co.uk	 Tel. 0207 182 8068

= M&B, P&B, Top Sante, Zoo - Steve Reeve		  steve.reeve@bauermedia.co.uk	 Tel. 0207 182 8816

Production Contacts Bauer Media Advertising Production - Mezzanine Floor,
Mappin House, 4 Winsley Street, London W1W 8HF
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= Our preferred methods of file delivery are Quickcut, for more information please see www.adstream.com or call 
020 7539 8383 and AdSEND, for more information please see www.adsend.com or call 0207 427 2150
= FTP is a standard protocol for copying files from one computer to another across the Internet. This allows users 	
	 to copy files directly onto the Bauer Advertising Production server using FTP.  You will need the following 		
	 information to be able to log into our FTP server:

	 Server address: ftp.bauermedia.co.uk		
	 Username: eaproduction		
	 Password: brilliant

= All files must be clearly labeled with magazine, issue date and client e.g. Closer/May/Bauer
= If supplying files on disc, please use industry standard CD. Media must be write protected and contain only the 	
	 file required for each advertisement.

File Delivery

Please consider the environment when supplying adverts on CD and if possible send artwork via Quickcut/ftp. 


